
TECHNICAL SHEET

Glo Carlo Colombo 2009 / 2015

0811-10 
Mounting: Lampada da terra / Floor lamp
Environment: Indoor - IP20
Materials: Metallo e Vetro / Metal and Glass
Voltage: 220-240V 50/60Hz
Source: Bulb 1x max 10W - E27 LED

Lighting Control: Dimmer on cable

0811-31 MEDIUM
Mounting: Applique / Wall lamp

0811-30 MINI
Mounting: Applique / Wall lamp

0811-10 0811-31 0811-30

Ø38 x H180 Ø25 x W28 x H44 Ø13 x W15 x 28

Lumen: 4ever / rose gold 553lm
              silver / gold 614lm 
              black 491lm
              transparent 909lm

Environment: Indoor - IP20
Materials: Vetro / Glass
Voltage: 220-240V 50/60Hz
Source: Bulb 1x5W - E14 LED

Lumen: 4ever / rose gold 380lm
               silver / gold 422lm
               black 337lm
               trasparente 625lm

Environment: Indoor - IP20
Materials: Vetro / Glass
Voltage: 220-240V 50/60Hz
Source: Bulb 1x4W - G9 LED
Lumen: 4ever / rose gold 122lm
               silver / gold 136lm 
               black 109lm
               transparent 233lm

  * con lampadina / with bulb 10W LED E27 
** con lampadina / with bulb 5W LED E14 



0811-30 MINI
Mounting: Applique / Wall lamp

Finiture / Finishes

Oro specchiato
Mirroring gold

Trasparente
Transparent

4ever specchiato
Mirroring 4ever

Oro rosa specchiato
Mirroring rose gold

Nero specchiato
Mirroring black

Argento specchiato
Mirroring silver

Viola specchiato
Mirroring violet

Blu specchiato
Mirroring blue

Verde specchiato
Mirroring green

Vetri specchiati / Mirroring Glass - Rosoni / Canopies

Oro opaco
Matt gold

Cromo lucido (non disponibile 
con vetro oro o 4ever)
Glossy chrome (not available 
with gold or 4ever glass)

Struttura / Structure 0811-31/0811-30

Nero opaco
Matt black

Struttura / Structure 0811-10

Oro lucido (disponibile solo 
con vetro oro o 4ever)
Glossy gold (available with 
gold or 4ever glass only)

Environment: Indoor - IP20
Materials: Vetro / Glass
Voltage: 220-240V 50/60Hz
Source: Bulb 1x4W - G9 LED
Lumen: 4ever / rose gold 122lm
               silver / gold 136lm 
               black 109lm
               transparent 233lm


